EMERGENCY SHOWERS

7050-00

Stainless steel heat traced and insulated safety
station, 500L, with integrated boiler and mixing valve

Insulated and heat traced emergency shower with fitted boiler, thermostatic
mixing valve for outdoor use in cold climates. Flush time of +15 minutes at a
flow of 76 L/min. Suitable in outdoor areas where there is no tempered water
supply, and low ambient temperature.

Heat traced and insulated model 3819-00, operated by a pull handle, and
activation for crawling person. Eyewash is operated by a push plate.

Between the 500L water boiler and the cold-water line is a thermostatic
mixer valve that can supply the entire emergency shower with tempered
water. The thermostat is adjustable within the range of 22-28 °C. The product
is designed to stand outdoors down to -20 °C. The water heater is equipped
with a 3Kw immersion heater that can heat the water up to 70 °C. A
thermometer is mounted on the water heater so you can easily see the
temperature in the water heater. This safety station is fastened on a platform,
portable with forklift. The wall on the platform creates a barrier between the
safety station and the boiler/mixing valve unit.

The product is designed for quick and easy installation. User is required to
connect cold water and electricity.

Optional accessories: Sensors, alarms, tags, etc. available. Model also
available with explosion-proof construction for EX-Zone (Model 7050-00-
EX).

TECHNICAL DATA

Flow rate emergency shower: 76 L/min

Flow rate eyewash: 14 L/min

Water inlet: Flange 1" threaded ANSI #150 RF

Supply pressure: 2.4 to 10 BAR G

Thermometer gauge: Size 100 mm

Heat traced: Self-regulating heating-cable (10W/m)

Insulation: Waterbased foam insulation

Activation time: Less than 1 second

Identification: Green/white stripes with emergency pictogram sign

Lifting mechanism: Forklift

MATERIAL DESCRIPTIONS

Platform base: Magnelis

Platform wall: Sandwich of composites

Shower pipe work: Stainless steel 316L

Valves: Stainless steel 316

Shower head: Stainless steel 316 powder coated yellow
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Manufactured in accordance to ANSI Norm Z358.1-
latest edition and EN 15154 latest edition.

Text continues on page 2




EMERGENCY SHOWERS

Eyewash heads: ABS plastic with lids

Pull rod: Stainless steel 316 with triangle handle and flag

Insulation cover: Black PEH plastic pipes

Boiler: Ferritic stainless steel

Flange: Stainless steel 316

HEATER DATA

Ambient temperature: -40°C to +60 °C

Rating: 3 kW ON 240/415V, 1/3 Ph, 50/60Hz (4 WIRE STAR)

Max working pressure: 13 bar

Thermostat: Yes

BOILER DATA

Max pressure: 10 bar

Insulation: Closed cell polyurethane

Insulation thickness: 10mm

Thermal losses: 74W

DIMENSIONS AND SHOWER DETAILS

Model no.:  7050-00 Width:

1180 mm

Height: 2508 mm Depth:

2120 mm
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